NOMA® PARKETT EXPERT
BLACK VINYL 1mm

High-quality all-round underlay made from highly elasticised copolymer

Product features

- Very good impact sound reducing
- Very good improving of the walk comfort
- Excellent compatibility with underfloor heating
- Allows a good heat transfer (underfloor heating)
- High compression stability
- Odour-and rot-free
- For indoor use only
- Simply and quick to fit

For further information, please contact the respective subsidiary in your country. Visit www.nmc.eu/contact
NOMA® PARKETT EXPERT BLACK VINYL 1mm

- Thickness: 1 mm ± 0,3 mm
- Base: highly elasticised copolymer
- Surface mass: ± 100 g/m²
- Density: ± 100 kg/m³
- Surface: 15 m²
- Weight of a roll: 1,8 kg
- Thermal resistance R = 0,0216 m²K/W
- Compatibility with underfloor heating: yes
- Impact sound reduction ΔLw: 19 dB under Design PVC floor with clicksystem (DIN/EN/ISO 10140/717)
- Impact sound reduction ΔLw: 22 dB under laminate (DIN/EN/ISO 10140/717)
- Walking sound improvement: 32 % under laminate (IHD-Std W431/DIN 45631)
- Fire classification: E/Efl according to DIN EN 13501-1
- Compression strength: > 12 t/m²

Installation tips:
- The floor should be clean, dry and even. Unroll the first length on the floor and cut it to the size required using a cutter. Roll out a second length on the floor and cut it laying it alongside the first one.
- To guarantee a good result, it is essential to attach the layers to each other using NOMA® PARKETT ADHESIVE & FIX (adhesive tape coated in aluminium for underlay purposes). Where the floor meets the wall, stick part of the adhesive tape to NOMA® PARKETT EXPERT BLACK VINYL and the other to the adjacent wall. Repeat operations and then lay the floor.

Range of products

<table>
<thead>
<tr>
<th>Typ</th>
<th>W (m)</th>
<th>L (m)</th>
<th>T ±0,3/0,3</th>
<th>Packaging unit</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 mm</td>
<td>1</td>
<td>1,5</td>
<td>1</td>
<td>1x15m/Roll</td>
</tr>
</tbody>
</table>